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IN A NORTH-SOUTH DIRECTION.
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EXISTING OVERHEAD

I/C TO NICHOLSON LANE

EQUIPMENT DETAILS

12" x 30' steel strain pole, pedestrian signal heads, pushbutton with pedesirian education

sign and 1-2" weatherhead. (Note: 1-2" PVC (Sch. 40) bend.)

S/W

12" % 30' steel strain pole, pedestrian signal heads, pushbutton with pedestrian education

sign ond 1-3" weatherhead. (Note: 1-2" PVC (Sch. 40) bend.}

12" x 30' steel strain pole, pedestrian signal heads. pushbutton with pedesirian education
sign, Interconnect splice cabinet,meter socket, disconnect switch and 1-3" weatherhead.
{Note: 1-2" galvanized steelbend, 1-2" PVC (Sch. 80) bend and 2-3" PVC (Sch. 40} bends.)

NEMA size "6" base-mounted cobinet and controlier with all necessory equipment,
1-2" galvanized steel bend, 1-2" PVC (Sch. 80) bend, 1-4* PVC (Sch. 40)

PVC (Sch. 40} bends.)

%" steel span wire, traffic signal heads and signs. {Note: Signal heads and signs

tethered using !/4" tether wire.)

6'x 22'loop detector encased in '/4" flexible tubing quadrupole type (3-

6' x 6'loop detector encased in !4" flexible tubing (4-turns).
Handhole.

2" poiyvinyl chloride electricat conduit (Sch, 80).

3" polyvinyl chloride electrical conduit {Sch. 80).

4" polyvinyl chloride electrical conduit (Sch, 80).

2" galvanized steel electrical conduit.

3" galvanized steel electrical conduit.

Existing overhead Interconnect cable.
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SIGNALS

NEMA PHASING

FHWA FED. AD SHEET | TOTAL
REGION NO. STATE PROJ. NO. NQ. SHEETS
3 MD
ALT 24 PED
A
FLASHING /<
OPERATION }
—+1>
VT

04
~
\®
28

ALT 28 PED

PHASING NOTES:

1. PHASES ASSOCIATED BY A DASHED LINE WILL DPERATE CONCURRENTLY,
2. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

et e e e M A e e e e s e . . . e e e i e — —— e o o et ro— —

P i il e e R

et it — i —— —

—
——
———
m——
——
e
p——
ra—
——
—
—
——
w—
—_—
—
—
—
—

e e e e e e e ————

e —
——
—
-
—

PEPCO
767447

—_—

EXISTING OVERHEAD
[/C TO MD 187

GENERAL NOTES:

1. This plan reflects

asbuilt. A detailed

utilities.

only those underground utilities

that were apparent at the time of this location being

review was not undertaken and this

plan should not be construed as representing il
underground utilities in the area.

2. Any modification to this subject signal should be pre-
ceeded by a thorough identification of ail existing
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TRAFFIC ENGINEERING DESIGN DIVISION
MD 355 AND MARINELLI ROAD
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